
Please read instructions carefully before installation. We recommend this product be installed by a qualified, and experienced technician. If you are unsure of any 
of the below directions and or your ability to correctly and securely install this product, please contact us or your local dealer for help. 
Below diagrams show typical installation, your Below diagrams show typical installation, your vehicle may be different so please use diagrams as a guide. Make sure your vehicle is clean and free from dirt, road 
grime etc. where the this product mounts. It is the riders responsibility to make sure the product is mounted and secure before each use. Loading the bag may 
result in a change of position, always check for proper mounting position after loading and before each and every ride.

For use on 2017 - 2020 Can Am Maverick X3 OEM Front Doors 

For use on 2017 - 2020 Can Am Maverick X3 OEM Rear Doors 

Front & Rear Maverick X3 Door Bag Mounting Instructions

 1) Line up door bags to your OEM door passing the small 
pocket/knee pad through the grab handle. 

2) Pass the self fastening straps round the door tube frame 
and secure by connecting the hook and loop sides of each 
strap.

3) Make sure bag is secure and has little movement before 
operating vehicle.

Shown are the 2 factory bolt holes you 
will be using for the installation.
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Line up bags to your OEM doors. Pass 
the self fastening straps round the door 
tube frame and secure by connecting 
the hook and loop sides of each strap.

Hole #1 reuses the factory bolt and washer #2 will be replaced with the bolt
included with your door bags.

#RG-X3F & RG-X3R

INSIDE OF BAG SHOWN


